


Tidel's advanced automated cash control solution, the TACC V,
reduces the cost of handling and managing cash, as well as losses
from internal theft and robbery. The all new touchscreen interface
provides convenient access to functions such as note acceptance
and validation as well as a number of reports designed to
streamline your closeout process. Financial transaction storage and
system upgrades are a snap with the standard compact flash
module. The TACC V has enough storage for 48,000 transactions and
the ahility to quickly upgrade the hill validator when new notes are
released. All these features and more not only make the TACC V a

safe business decision, but a smart business decision.
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FEATURES:

- Windows Operating System
- Multiple User Tracking Via PIN Based Touchscreen Interface
- Stores up to 48,000 Transactions in Non-Volatile Memory

- Language Interface Tailored for Each User
(English, Spanish, French, German and Dutch Currently Available)

- High-Capacity Note Acceptor Validates, Counts and Tracks Notes by User

- Supports most Global Currency - Contact Tidel with Specific Requests

- System Upgrades Made Easy Through Compact Flash Module

- Provides a Comprehensive Array of Reports and Summaries to Track Employee Usage
- Keyless Vault Doors
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SPECIFICATIONS:

Weight: 330 Ibs. (150 kg)

Height: ~ 30.75" (781 mm)

Width: ~ 25.5" (648 mm)

Depth: 16" (406 mm) vault only
23.5" (597 mm) overall

Power Requirements:
120 VAC 60Hz or 220 VAC 50Hz

- 1/4 Inch Powder Coated Steel Plate Body and Door
- Anti-Fish Drop Chute to the Storage Vault

- RoHS Lead-Free Compliant

- Integrated Thermal Printer

WARRANTY:
- 1 Year Parts and 90 Days Lahor (Inside the US)
- 1 Year Parts Only (Outside the US)
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